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ABM 76  NC
NC Malafalı Boru Bükme Makinesi 
NC Tube Bending Machine With Mandrel

ABM 76 NC, 76 mm çapa kadar olan boruların bükümünü yüksek kalitede
manuel olarak yapar. Bu model daha ekonomik bir seçenek olarak öne
çıkıyor.

ABM 76 NC, can realize bending of tubes up to the tube diameter value of 76 MM, 
under NC system. This model comes to the forefront by being a more economical 
choice. 

Teknik Özellikler
• Üstün kalite hidrolik büküm sistemi
• Hidrolik yardımcı eksenler
• Manuel boru ilerletme 
• Operatör kontrol paneli üzerinden servo eksen hızını 
ayarlama.
• Ayak pedal kontrolü
• Tek kalıp çalışma
• İstenilen ölçülerde kalıp temini
• Malafalı ve malafasız çalışma imkanı
• Çelik, paslanmaz çelik, alüminyum ve benzeri bükülebilir
malzemeleri basit veya değişik şekillerde bükebilme
• Yüksek adetlerde veya tek parça üretimlerde düşük 
maliyet
• Otomatik mandrel yağlama
• Hidrolik yağ soğutucu
• AKYAPAK bünyesinde hazırlanmış kullanışlı arayüz
• PLC tabanlı kontrol sistemi
• Parça programında boru boyu hesaplama
• Yazılan parça programını ekranda 3D olarak görebilme
• YBC modunda program yapabilme
• 15” dokunmatik renkli ekran panel PC
• Kısa süreli eğitim ile seri imalata başlama
• CE, ISO 9001-2008, TSEK ve TURQUM sertifikaları ile de 
tescili üretim kalitesi

Technical Features 
• High quality hydraulic bending system
• Hydraulic assistant axies
• Moving ahead is done manually
• Controlling ability of servo axis speeds from control panel
• Foot pedal control
• One line die operational ability
• Dies can be supplied for any demanded size
• Operational ability with / without mandrel
• Simple or complex shaped bendings for steel, stainless steel
aluminum and similar bendable materials
• Decreases costs in serial productions for high quantities or
in single operations
• Auto-lubrication for mandrel
• Hydraulic oil cooler
• Practical interface program prepared in Akyapak
• PLC based control system
• Tube length can be calculated according to part program
•3D preview of writen program
• Programming ability in YBC mode
• 15’’ color touchscreen panel PC
• Starting up serial production after short period training.
• Suitable for CE, ISO 9001-2008, TSEK and TURQUM 
certificates




