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Novoferm yangin dayanimli kapilar: esnek, dayanikli ve sik

Novoferm Schievano, uzun zamandan beri kalite standartlarini yiik-
selterek, normlara uygun olarak Urettigi yangin dayanimli kapilar-
la, pazarin sayisiz ihtiyaclarini karsilar.

Malzeme gamindaki cesitlilik, projeye 6zel Uretimler, satis sonrasi
destek hizmetleri ile musterilerin ihtiyaclarina cevap verebilmesi;
Novoferm Schievano’yu lider bir sirket haline getirmektedir. Ayrica,
Novoferm International’in bir ortagi olarak; teknik gereksinimleri
goz ardi etmeden, en yiksek degerde, kaliteli, guivenli ve modern

tasarimli triinler saglar. Standartlara uygun olarak tasarlandi ve liretildi

-

Novoferm Schievano 50°li yillardan beri yiiksek teknoloji Grini

Novoferm fire proof closures: flexible, enduring and stylish kapilar tasarlamaktadir. Tim kapilar ISO 9001:2008 kalite ko-
sullarina uygun olarak uretilir. Tim imalatlar ic prosediirlerle

Since long time Novoferm Schievano produces fire proof closures ~ Ski bir sekilde takip edilmekte, bu sayede iiriin kalitesi kontrol

with increasing quality standards. It satisfies the numerous nee- altina alinmaktadir.
ding of the market, according to the rule of law. . . . .
The wide choice of finishes, the realization of products on de- Designed and produced in compliance with standards

mand, the customizations, the after-sales service, make Novoferm  Since the fifties Novoferm Schievano has been designing hi-te-
Schievano a leader company able to answer to all its customers in  ch doors. They are made in compliance with the quality stan-

exhaustive way. dards required by I1SO 9001:2008 certification. A strict internal
Moreover, as a partner of Novoferm International, the company protocol is applied to control production.

is able to supply modern products in technical closures, with the

highest level of quality, security and design.
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ELITE+ yangin dayanimli kapi
El 60, EI 120

¥ EN 1634 normlarina gore sertifikali Elite+ yangin dayanimli kapilar, estetik ve
fonksiyonel gereksinimleri mikemmel bir sekilde karsilar.
Cesitli varyasyonlari mevcuttur: RAL boyali, NovoPrint dekoratif boyali,
paslanmaz celik gérinimld, alcipan duvara monte edilebilir.

Teknik detaylar:

- Soguk duman contali kasalar, 15/10 mm “Z” galvaniz celikten imal edilir (alt
kayit yoktur).

- Kanat, i¢ kismi yiiksek yogunluklu 6zel malzemeyle birlikte toplam 64mm
kalinlikta, 8/10 mm galvaniz celikten imal edilir,

- Standart ekipmanlar: Ayarlanabilir 2 adet mentese, 1 cift plakali kol, 3
anahtarli barel, her kanatta birer kilit ve kanat siralayici sisteme dahildir

- Kapi kasasi isi ile genlesen conta ile cevrilmistir.

- Istenildigi takdirde, giyotin, panik barlar, elektromiknatislar ve kapi
kapaticilar eklenebilir.

L0

Vidali ve Giivenlik pimleri Kilit kasa karsiligi
ayarlanabilir
menteseler

Elite+ tek kanat kapi

Vidali ve ayarlanabilir

menteseler

Kendi kendine kapanmayi saglamak icin
yayli, celik makarali rulmanlar Gzerinde
calisan sinterlenmis celikten tretilmistir.
Ayarlanabilir menteseler, cerceve ve kana-
da vida ile monte edilmistir. RAL renginde
boyalidir.

Kanat / kasa list detayi




ELITE+ fire proof door El 60, El 120

Certified according to EN 1634, the Elite+ fire proof door combines perfectly
functionality and aesthetical aspect. Various solutions possible: painting in RAL
colors, NovoPrint decorative painting, stainless steel realization, installation on
gypsum carton wall.

Technical details:

- Frame in galvanized steel Z shape mm. 15/10, without bottom profile, prepared
for installation of cold smoke seal.

- Leaf in galvanized steel mm. 8/10, total thickness mm. 64. High density package
inside.

- Standard equipment: two adjustable hinges, couple of black handles with plate,
cylinder with three keys, lock on both leaves, arm closing selector, thermo-ex-
panding gasket on the perimeter.

- Possible installation of bottom mobile threshold, panic devices, electromagnets
and door closers.

Kapi siralayici
Kasanin Ust cercevesine monte i
edilen, cift kanatli kapilarin koordi-
neli bir sekilde calismasini saglayan
mekanizmadir. Yangin dayanimli
kapilarda standart siyah renktedir .
istenildigi takdirde farkl alternatif-
leri mevcuttur.

Arm closing selector

Mechanism of coordination for
double leaf door, screwed on top
horizontal frame. Standard equip-
ment on fire proof door, black color.
On request available with other Elite+ cift kanat kapi
finishing.

Elite+ cift kanat, kapi kapaticilar, cekme tarafi Elite+ cift kanat, pencereli, EPN -Touch panik barli




ELITE+
Aksesuarlar

Panik barlar
UNI EN 1125:2008 normlarina gére sertifikalidir, istenirse her iki kanada da

monte edilebilir, ayrica aktif kanadin cekme tarafinda takilan kol ile de kulla-
nilabilir.

Panic devices

Certified by UNI EN 1125:2008, to be installed on both leaves, to be combined
to handle of the first leaf of pulling side.

~

-
Siyah veya gri mekaniz-
b mali paslanmaz celik
goriiniimlii NovoPush

Tamami paslanmaz celik EPN-Touch

Siyah mekanizmali,
alliminyum barli
Novoguard

Gri mekanizmali,
paslanmaz celik barl
Novoguard

Siyah renkte, kirmizi seritli
Novopush
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= Cift kanat siralayicili kapi kapatici
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Elite+ icin aksesuarlar

Elite+ kapilar icin cesitli aksesuarlar mevcuttur.

- Farkli malzeme secenekleriyle panik barlar ve kollar

- Kapi kapaticilar

- Gecis kontrol cihazlart,

- Paslanmaz celik bantlar

- Cesitli dlciilerde dikdortgen ve yuvarlak cam alternatifleri (cam cerceve)

Accessories for Elite+

Several accessories are available for Elite+ door:

- Panic devices and handles in different finishing

- Upper door closers.

- Access control devices.

- Stainless steel strip.

- Glazing partition of different size, rectangular or circular.
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Elite+ kapilarla birlikte verilen ici 6zel celik zirhli"U"seklinde PVC siyah kollar,
silindir delikli uzun plakalidir. RAL 9010, 3003, 5011/5013, 8022, 7030/7038
renklerinde olabilir, ayrica paslanmaz celik de olabilir.

Handle U shape

Elite doors are supplied with PVC black handles with steel armour inside, U
shape for accidental grips, long plate with cylinder hole. To choice between
colors similar to RAL 9010, 3003, 5011/5013, 8022, 7030/7038. Possible also in
stainless steel Ral 9006.
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Elite+ cift kanat kapi, Cisa panik barli




ELITE+ CESITLILIK

Yeni Elite+ kapilar; uygulanacagi yerin 6zel sartlarina cevap verebilecek perfor-
mansta ve cesitlilikte tretilir.

METAL: Yangin dayanimi istenmeyen kosullarda, kullanim alaninda biitun bir
gorinidm icin tercih edilir.

MENFEZLI: Yiiksek havalandirma degerleri istendigi zaman tercih edilir, kapi-
nin tamami menfezli dretilebilir.

EXT1, EXT3: Dis ortam kosullarina uyum saglayabilmesi icin uretilen 6zel Elite+
kapilardir. Riizgar ve su basincina karsi garantilidir.

TUNEL: Tiinel ve metro gibi yiiksek yogunluklu kullanima acik alanlar icin test
edilmis kapilardir.

AKUSTIK: Ses gecirimsiz oda kosullari istenildiginde kullanilir, akustik yalitim
saglamasi icin 6zel olarak gelistirilmistir.

ELITE+ VARIATION

New Elite+ doors are available with variation in performance which respond to
specific needs of the place where they are installed.

METAL: used when it's not necessary the fire resistance, but it's requested
uniformity in the site.

GRILLED: completely grilled, door requested in case of high
ventilation value (underground parking).

EXT1, EXT3: special devices for Elite+ doors for outside exposure. They guaran-
tee wind and water pressure, air permeability. Possible CE mark.

TUNNEL: tested door which resist to high stress, usually in case of tunnels or
metro.

ACOUSTIC: realized in case of sound insulated room, with special device for
acoustic insulation.
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NovoPrint dekoratif boyama

Yenilikei, yiiksek ¢oziindrliklu ink-jet boyama teknolojisi sayesinde; yangin
dayanimli diiz ylzey kapilar ve ic kapilar, standart veya musteri tarafindan
temin edilebilecek cesitli resimler, tasarimlar, desenler, semboller, logolar ve
yazilar ile dekore edilebilir. Uzerine uygulanan seffaf vernik sayesinde, {iriiniin
korunmasi ve uzun omirli olmasi saglanir.

NovoPrint decorative painting

Thanks to innovative high resolution ink-jet digital printing technology, the flat
surfaces of fire doors and interior doors can be decorated with a multitude of
images, designs, textures, symbols, logos and wording, also provided by the
customer.

Transparent enamel is applied to protect the decoration and make it long-
lasting.

Resimli

Elite+ cift kanat , Novoprint boyali, Novopush panik barli, itme tarafi.




SCUDO REI 120
Yangin dayanimli kapi

Scudo cift kanatli kapi, paslanmaz celik kol,
farkli renklerde boyali mentese alternatifle-
riyle. Scudo tek kanatli lLaminat kaplama kap1.

leaf with laminat i ll side.
Scudo two leaves, stainless steel handle, hinges Scudo one leaf with laminated covering, pull side

with colored covers, pull side.

Scudo; metal ylizey Uzeri ahsap kaplamali sertifikali kapilardir. Bu, sadece Scudo is a certified door with metal structure and wooden covering. This
bir kaplama malzemesi degil, ayni zamanda metal kapilarin teknik 6zellikleri material is not just a coating but a combination that takes advantage of the
ile ahsabin estetik zenginligini birlestiren bir triindir. Ahsap kapilar, sadece technical aspects of the steel door, plus the esthetical richness of wood.
estetik acidan degil, fonksiyonel ve uzun omdrli olmasi icin gereken teknik The wooden door must be chosen with technical evaluation, not only
sartlari da yerine getirecek sekilde secilmelidir. Scudo siparis vermeden dnce, esthetical, with special attention to functionality and duration. Before
kullanilacagi alanin uygunlugu kontrol edilmelidir, Glines solmalarina ve kot ordering a Scudo, you have to check its final destination and keep attention
hava kosullarinda asinmaya maruz kalmamasi icin dikkatli olunmalidir. to weathering and sun exposure.

Teknik detaylar: Technical details:

- Kanat; farkli malzeme ve bitislerde ahsap panellerle kaplidir. - Leaf covered by wood panel, available in difference essences and finis-
Ayni zamanda MDF panel izeri laminat kaplama secenegi hing. Also possible MDF panel and laminate covering.

bulunmaktadir.

- Standart yangin dayanimli kapilardan daha yliksek dlciilerde
Uretilebilir.

- Ekstra olarak cam, cerceve ve kacis aksesuarlari eklenebilir.

- Possible insertion of glazing and exit accessories.

Kol detayi Giivenlik pimi detayi



ASIA REI 30
Yangin dayanimli kapi

Scudo cift kanat, itme tarafi

Asia REI 30 kapilar; saglik kuruluslari ve otel gibi kullanim
alanlarinin ihtiyaclarini karsilamak adina gelistirilmistir.

The Asia door REI 30 has been developed to satisfy the needs of
healthcare facilities and hotels.

Asia REI 30; normlara uygun olarak tretilir, ahsap kapilarla yapilmasi giic olan bazi
6zel kapilarin modern tasarimla bulusmasini saglar. Grnegin tek veya cift kanatli
kapilarda cam eklenmesi, aliminyum, paslanmaz celik veya boyali celik gibi kapi
malzemesi kullanilmasi gibi.

Teknik Detaylar;

- Kasa, aliminyum eloksaldir.

- Kanat; 6/10mm galvaniz celikten imal edilir. ic dolgusu tas yiiniidiir, RAL 7035
boyalidir.

- Boyali celikten imal edilen kendiliginden kapanir 6zel yayli menteseler vardir.
- Standart ekipmanlar; her bir kanatta kilit, uzun plakali siyah kollar, 3 anahtarli
barel, aktif kanatta kapi kapatici dahildir, kapi kasasi isi ile genlesen conta ile

cevrilidir.

Supplied with certification by rule of Law, it combines modern design with some spe-
cific characteristics hardly reachable by wooden doors, i.e. one and two leaves, inside
glazing, different materials (aluminum, stainless steel and painted steel).

Technical details:

- Frame in silver anodized aluminum.

- Leaf in galvanized steel mm. 6/10, painted RAL 7035, inside mineral wool.

- Hinges in painted steel with self-closing spring.

- Standard equipment: lock on both leaves, black handles with long plate, cylinder,
door closer on first leaf, thermo-expanding gasket on the perimeter.

— = = Wl
Scudo cift kanat, panik barli, itme tarafi




NOVOFIRE ALU EI 60

Yangin dayanimli camli kapi

Novofire cift kanat cam kapi

Novofire cift kanat cam kapi, sabit yan panel ile birlikte

EN 1634 normuna gore sertifikalidir. Bu yenilikci kapinin en
onemli 6zelligi; camli ve sabit bolmelerle cesitli kombinasyonlar
yapilabilmesidir. Ayrica; kasa ve kanat profilleri aliminyumdur.

Teknik detaylar:

- Aliminyum kasanin kesiti 90/75 mm’dir

- Kasa bini kalinligi 20 mm’dir, 1s1 yalitim1 icin takviye profil
kullanitmistir.

-Kasa profili; yliksek sicaklikta buhar haline donisebilen bir
mineral sogutucu madde ile doldurulmustur.

- Kanat aliminyum profili 90x100 mm’dir. Kanat bini kalinligi 20
mm’dir.

- Kanatta kullanilan cam kalinligi 25 mm’dir ve iceriginde bulu-
nan ozel seffaf jel, yangin esnasinda goriinmez halde buharla-
sarak disariya ferahlatici buhar verir. Camlar, aliminyum cam
citalari ve metal klipsler yardimiyla kapi kanadina baglanir.

- istenildigi takdirde sabit paneller yapilabilir. 2 metal panel
arasina koyulacak izolasyon malzemesiyle olusturulan bu panel,
metal klipsler ve aliiminyum cam citalart ile sabitlenir.

- Her kanatta kasaya sabitlenmis 2 adet aliminyum pivot men-
tese mevcuttur, kanat profilleri metalik vidalalarla sabitlenmis-
tir.

- Standart ekipmanlar: Isi ile genlesen siyah conta, yangin
dayanimu kilit, kollar, glivenlik civatalari, kapi kapaticilar, kanat
icerisine gizli giyotin.

Camlar sadece ic mekan kullanimina uygundur.




Certified according to law EN 1634, the innovative aspect of this gla-
zed door is the combination of glass and blind partitions. Moreover
the usage of aluminum for frame and leaf profiles.

Technical details:

- Frame in aluminum, section mm. 90x75, frame rebated thickness
mm. 20, with a reinforced profile for thermal insulation.

- Tubular profile filled with a mineral refrigerating substance which
turns into vapour with high temperature.

- Leaf composed by tubular aluminum profile mm. 90x100, leaf
rebated thickness mm. 20, realized as the frame.

- Glass thickness mm. 25, inserted in the leaves, composed by float
glass and special transparent gel that, in case of fire, becomes blind
and gives out refreshing steam. Fixed by metal clips and aluminum
glazing beads, inserted and aligned with the leaf profile.

- On request blind panels can be installed, total thickness mm. 52.
Composed by 2 steel sheets with insulating panel inside. The whole
set is fixed by metal clips and aluminum glazing beads.

- No. 2 aluminum hinges each leaf, equipped by central stainless
steel pivot, fixed on the frame and leaf profile with metallic screws.
- Standard equipment: black thermoexpanding gasket, fire proof
lock, handles, security bolts, upper door closer, inside threshold.

Glasses are only for inside usage.

Novofire cift kanat cam kapi

e Lt - 15
.

Kol detayi



NOVOGLASS REI 30 -60-90-120

Yangin dayanimli camli kap!

Novoglass tek kanat caml kapi, cekme tarafi

Novoglass REI 60 complex cam kapi, cekme tarafi

Ayni mekanda farkli kapi tipleri istendiginde, benzer estetik gériinimde olmasini
saglamak icin Elite kapilarin ve Novoglass camli kapilarin bir arada kullanilabilmesi
biiyik avantaj saglar. Normlara uygun olarak uretilir.

Teknik detaylar:

- Kasa; 15/10 mm galvaniz celikten imal edilir ve kasa alt profili yoktur.

- Celik konstriiksiyonlu kanat; kasaya baglanir.

- Kanat alt profil genisligi; mimari acidan sorunlarin kaldirilmasi icin arttirilabilir.
- Yangin dayanimli camlar; cam citalari ile cevresinde vida olmadan ve camlar
arasinda conta ile sabitlenir.

- Sabit cam panellerle farkli kombinasyonlar yapilabilir.

- Ozel malzemeler: RAL boyali veya paslanmaz celik

- Standart ekipmanlar: 2 adet mentese, 3 anahtarli barel, her bir kanatta kilit ve
kapi kapaticilar.

Fire proof glazing doors NOVOGLASS REI 30-60-90-120

Fire proof doors Elite and Novoglass are used in the same roomwhen you need
different closures in the same place.This is possible also because Novoglass is
cheaper than traditional glazing doors. Supplied in accordance to the Law.

Technical details:

- Frame in galvanized steel mm. 15/10, without bottom profile.

-Leaf with steel structure, aligned to the frame. Possible increasing of the om
profile .

- Fire proof glasses fixed by means of glazing beads without screws on sight and
gasket in between.

- Complex glazing doors with fixed partition.

- Special finishing: painting in RAL colors or stainless steell.

- Standard equipment: hinges with three wings, lock on both leaves, door closers.

Novoglass REI 60 cift kanat camli kapi
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Stahlglass tek kanat, Stahlglass paslanmaz
Novoguard panik barli celik, tek kanat

Alustahl tek kanat, paslanmaz
celik kol.

Yangin dayanimli caml kapi
STAHLGLASS REI 30-60 ve RE 120

15/10 mm boru celik profilden uretilir. Profiller, 6zel izolasyonlu malzemeyle doldurulmustur, cevresi is
ile genlesen contalarla cevrilidir. Normlara gore Uretilir.

Teknik detaylar:

- Yangin dayanimli camlar; aralarina cam citalari ve contalar konularak monte edilir.

- Standart ekipmanlari: 2 adet mentese, 3 anahtarli barel, her bir kanatta kilit ve kapi kapaticilar.

- Ozel bitis malzemesi: kapilar RAL rengine boyanir veya paslanmaz celik goriiniimlii olarak imal edilir.

Fire proof glazing door STAHLGLASS REI 30-60 and RE 120

Constructed by a steel tubular profile mm. 15/10. Profiles filled with special isolated material, with ther-
mo expanding gasket on the perimeter. Supplied in accordance to the Law.

Technical details:

- Fire proof glasses fixed by means of glazing beads and gasket in between.

- Standard equipment: hinges with three wings, lock on both leaves, door closers.
- Special finishing: painting in RAL colors, or stainless steel realization.

Yangin dayanimli caml kapi
ALUSTAHL REI 120

20/10 mm profilden Uretilir, cift tarafi fiber-beton silikat panellerle kaplanir. Bu yapi elektrostatik boyali
aliiminyum veya eloksal olabilir. Uriiniin agir olmasi nedeniyle, montaj yapisinin dogrulanmasi sekline
dikkat etmek gerekir. Normlarda belirtilen kurallara gore sertifikalidir.

Teknik detaylar:

- Camlar; aralarina cam citalari ve contalar ile monte edilir

- Standart ekipmanlar; siyah rozetli kollar, 3 anahtarli barel, kilit ve kapi kapaticilar.
- RAL renkleri ile boyali veya eloksal.

- Kor kasaya baglanir, kor kasa musteri tarafindan hazirlanir.

Fire proof glazing door ALUSTAHL REI 120

Manufactured in tubular profile mm. 20/10, covered by fiber-reinforced silicate boards on both sides.
This structure is covered by aluminum profiles electro-colored or painted. Due to the high weight and its
concentration on limited surface, it's compulsory to verify the structure of the installation. Certified by
rule of Law.

Technical details:

- Glasses fixed by means of glazing beads and gasket in between.

- Standard equipment: black handles with rosette, cylinder, locks and door closers.
- Painting in Ral colors or anodized.

- Mounted on steel pre-frame, prepared by customer.

Sabit camli bolme ALLGLASS REI 30-60

Cam cama birlesimlerde metal profil olmadan monte edilir. Sonuc olarak cam paneller bir biitiin olarak
gorundr. Normlara uygun olarak dretilir.

- Cam paneller icinde metal destek icermez, ic kismi, yangin esnasinda kabarip isi yalitimli kati bir mal-
zeme ve koplk haline doniisen, siskin berrak jel ile doldurulmustur.

- Sadece dikey bilesenler icerir.

- Cam bolmeler duvara; silikat ile izole edilmis, RAL renkleriyle metal boyali 50x50mm profillerle
baglanir.

Fixed glazing partition ALLGLASS REI 30-60

Mounted without interposition of metal frame at the points of junction between a glass board and the
other, final result close to a unique glass wall. Supplied in accordance to the Law.

- Realized with glass boards without inside metal support, filled with intumescing clear gel that, in case
of fire, bloats and creates a thermo-isolated solid and opaque foam.

- Vertical elements only.

- The glazing partitions are fixed to the wall by means of a tubular frame mm. 50x50, isolated with silicate
and covered by a steel painted covering in RAL color.




NOVOSLIDE REI 120
Yangin dayanimli kayar kap!

Yangin dayaniml kayar kapi

NOVOSLIDE REI 120

Endistriyel binalarda, biiyiik duvar acikliklarini gecmek icin kullanilir. Ozellikli
yapisi; tim mekanizmasinin normlarda istenen periyodik bakimlara gore, kolay
denetlenmesini saglar. Kapilar sertifikalidir.

Teknik detaylar:

- Yuksek yogunlukta, izolasyonlu malzemeler iceren modiiler celik panellerden
olusturulmustur.

- Ustte kayar ray, alev labirenti, nihai sok emiciler, hiz kesiciler mevcuttur.

- Zeminde ray yoktur. Hizalama, gizli bir alt tekerlek ile yapilmaktadir.

- Kapi manyetik tutucu ile aktive olan karsi agirlik sistemi ile kendi kendine kapanir.
Miisterinin istegine gore mevcut merkezi yangin ihbar sistemine baglanabilir. Kapi
modelleri: Tek veya coklu yatay kayar kanat. Ayni yone kapanan coklu yatay kayar

. kanat [maksimum 4 kanat), tek veya coklu yatay kayar kanat, coklu ayni yne yatay

kayar kanat (maksimum 4 kanat). Ozel durumlarda dikey kayar kap.
- Istege bagli personel kacis kapisi eklenebilir.

- Kapilar RAL rengine boyanir veya paslanmaz celik goriinimli olarak imal edilir.

Fire proof sliding door
NOVOSLIDE REI 120

Used to close industrial buildings, for big wall openings. The particular construction
allows easy inspection of all mechanism according to periodic maintenance reques-
ted by Law. Supplied with certification.

Technical details:

- Constituted by modular steel panels isolated with high density material inside.

- Supplied with upper strike beam, hoisting rail with covering, flame labyrinths, final
shock absorbers, speed brake.

- No floor guide, the alignment is maintained by a bottom wheel not visible.

- Self closing device thought counterweight, driven by a thermal fuse.

On request the sliding door can be connected to the centralized smoke and tempe-
rature system. Available models: horizontal sliding one or more leaves, more leaves
sliding on same side (maximum 4 leaves). In particular situation available vertical
sliding door.

- Possible pass door inside (as exit door).

- Finishing with painting in Ral colors or stainless steel realization.

ovoslide t,;ift kanat, tek tarafa-kayar, "=
entegre panik barli personel kapi




MAGNUM REI 120
Yangin dayanimli kapi

Yangin dayaniml kapi
MAGNUM REI 120

Kayar kapi Novoslide uygun olmadigi zamanlarda veya
Elite kapilar duvar acikligini gecemediginde, yangin
dayanimli bu kapilar genis duvar acikliklarini gecmek
icin uygundur. Kapilar sertifikalidir.

Teknik detaylar:

- Yiksek yogunlukta, izolasyonlu malzemeler iceren
moddler celik panellerden olusturulmustur.

- Kasa, 60x90 mm celik profilden olusur, acikliga veya
duvar arkasina monte edilmesi uygundur.

- Standart ekipmanlar: Her iki kanatta kapi kapaticl,
ayarlanabilir endistriyel menteseler, yangin dayanimli
kilit, uzun plakali siyah kol, 3 anahtarli barel.

- Kapilar RAL rengine boyanir veya paslanmaz celik go-
rindmli olarak imal edilir.

Fire proof door MAGNUM REI 120

Fire proof closure suitable for big wall openings, when the sliding door Novoslide doesn't fit or in
case the Elite door cannot close the opening. Supplied with certification.

Technical details:

- Constituted by modular steel panels isolated with high density material inside.

- Frame in steel tubular mm. 60x90, suitable to be mounted in the opening or behind the wall.

- Standard equipment: door closers on both leaves, hinges with adjustable bearings, fire proof lock,

black handles with long plate, cylinder with three keys.
Mentese detay:

Magnum cift kanat, elektrbmanyetik tutucu, cekme tarafi
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